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with BOLT Cylinder 
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RemOvaL Of OLd HandLe

LOOsen seT sCRews and RemOve COnneCTing ROd wiTH a 1/8” aLLen wRenCH 
(THis sTep may nOT appLy TO aLL mOdeLs)

RemOve exisTing HandLe/LaTCH assemBLy and gaskeT fROm TOOLBOx. 
save gaskeT as iT wiLL Be Re-used wiTH new HandLe.

dRiLL OuT exisTing RiveTs (ReCOmmended size is 3/16”)
dO nOT exCeed size #16 due TO Risk Of damage TO TOOLBOx)

1/8” aLLen wRenCH fLaTHead sCRew dRiveR 11/4” wRenCH dRiLL w/ 3/16” (ReCOmmended) BiT RiveT gun 

spaCeR e-CLipLeveR RiveT

4x 

pOuR insTRuCTiOns en fRançais, visiTez
HTTp://www.BOLTLOCk.COm/aBOuT-sTRaTTeC/BOLT-LiTeRaTuRe

fOR spanisH and fRenCH TRansLaTiOns gO TO:
HTTp://www.BOLTLOCk.COm/aBOuT-sTRaTTeC/BOLT-LiTeRaTuRe

enCuenTRa insTRuCCiOnes de ensampLe en españOL en eL weBsiTe:
HTTp://www.BOLTLOCk.COm/aBOuT-sTRaTTeC/BOLT-LiTeRaTuRe



LOOsen nuT & RemOve LOCk CyLindeR fROm new HandLe 

WARNING
DO NOT REMOVE

UNTIL READY TO CODE GRV

ONLY INSERT KEY
INTENDED FOR EVERY

DAY USE

ORienT LOCk CyLindeR suCH THaT dRain sLOT is dOwn, 
wHiLe mainTaining fuLL key inseRTiOn, TuRn THe key 
1800 CLOCk-wise. dO nOT puLL up OR dOwn On key 
wHiLe COding 

RiveT HandLe inTO pLaCe (4x wiTH inCLuded RiveTs)

aLign aLL fOuR HOLes pRiOR TO RiveTing fOR pROpeR 
insTaLLmenT.
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COding Of LOCk CyLindeR

CyCLe LOCk 3x TO ensuRe LOCk CyLindeR was COded 
pROpeRLy Leave in LOCked pOsiTiOn wHen Ready TO 
insTaLL 

Read waRning LaBeL and RemOve iT 
RemOve igniTiOn key fROm key CHain 
and inseRT iT inTO LOCk CyLindeR 

insTaLLaTiOn Of new HandLe

insTaLL COded LOCk CyLindeR inTO HandLe (ORienT 
LOCk CyLindeR suCH THaT dRain sLOT is dOwn) Leave
LOCk CyLindeR in THe LOCked pOsiTiOn

mOve COnneCTing ROd BaCk inTO pLaCe and seCuRe
By TigHTening seT sCRews wiTH a 1/8” aLLen wRenCH
(THis sTep may nOT appLy TO aLL mOdeLs)

assemBLe spaCeR fROm THe BaCk OnTO LOCk CyLindeR 

assemBLe nuT and TigHTen
(ReCOmmended TORque is 8-10nm)

pLaCe LeveR On TaiL Of LOCk and use e-CLip TO seCuRe 
use fLaT Head sCRewdRiveR TO HeLp fuLLy seaT CLip  

pLaCe new HandLe wiTH gaskeT fROm OLd assemBLy 
inTO HOLe (LOCk CyLindeR & nuT Have Been RemOved)

dRain sLOT 

key is nOw in LOCked pOsiTiOn. ROTaTe 900 CLOCkwise 
TO unLOCk.

unLOCked pOsiTiOn

e-CLip is fORmed 
wiTH a BOw 

assemBLe wiTH COnCave side 
againsT THe LeveR as sHOwn  


